Material Safety Data Sheet ; U.S. Department of Labor

May be used to Comply with Occupational Safety and Health Administration

OSHA's Hazard Communication Standard 29 CFR 1910. (Non-Mandatory Form) Form Approved OMB No. 1218-0072
Standard must be consulted for specific requirements

Identity (As Used On Label and List)

115 : ; : :
D in ner NOTE: Blank spaces are not permitted. If any item is not applicable, or no
elere ou'p Traih Upene information is available, the space must be marked to indicate that.
Section I—Manufacturer's Name (Address, Street, City, State, & Zip Code) HAZARD RATING
- Minimal
Manufactured for - Emergency Telephone Number HEALTH 3 ? SI;;;\TQ
DE VERE COMPANY, INC. st FLAMMABILITY 0] 2- Moderate
P.0. Box 8444 Telephone Number for Information || REACTIVITY 2 E-g:nous
% = reme
Janesville, WI 53547-8444 (630) 595-1900
Date Prepared Protective Equipment:
608-752-0576 Revised: 10/10/00 Goggles, Gloves, Synthetic Apron
Section ll—Hazardous Ingredients / Identity Information ; Other Limits
Hazardous Components (Specify Chemical Identily, Common Names) OSHAPLL ACGIHTLY  Recommended % (oplional)
Sulfuric Acid CAS #7664-93-9 1Mg/M3 1Mag/M3 None 86.0

Subject to the reporting requirements of Sec.313 of SARA Title 1lll of
40 CFR 372.

Section lll—Physical Chemical Characteristics

Boiling Point 440YF Specific Gravity (WATER =1) |1.775
Vapor Pressure N/D : Melting Point N/A
Vapor Density i Evaporation Rate g

Solubility in Water Complete

Appearance and Odor Dark amber liquid, which may have a very slight acid odor.

Section IV—Fire and Explosion Hazard Data
Flash Point Flammable Limits EEk: UEL
None ; N/A N/A N/A

Extinguishing Media
Dry chemical or carbon dioxide

Special Fire Fighting Procedures
Firemen should use self-contained breathing apparatus

Unusual Fire and Explosion Hazards

Acid itself is non-flammable, but may cause ignition of combustible materials. Reacts with water to produce heat. Highly flammable
hydrogen gas may be generated by the action of the acid on many metals.






